










OAk/BEEcH, DOUBLE-PLANk, 
VARNiSHED By UV OiL

POSSiBiLiTiES
OF USE
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possibility of production of large-area 

boards. Suitable also for dance

purposes.

SPORT
mASSiVE DANcE FLOOR

Thickness 22mm, width 132 mm,
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Indoor sports centres 
Squash centres
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illustration photo:  sport massive, varnished by UV oil
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REAL WOOD

BRUSHED

EcO FRiENDLy

ANTiSTATic 
TREATmENT



Company BK Parket as a producer of wooden flooring always 
acts in compliance with the strictest criteria and resolutions in 
terms of ecology and sustainability of forest treatment.

We are a producer that has been certified by PETC. This 
means that the sources of our input raw material come from 
suppliers who also have to comply with the strictest criteria of 
COC customer chain.

Through COC certificate we fully guarantee the origin of our 
wood material. Even in the production process we only use 
certified and approved products from EU suppliers.

The year 2012 was an important milestone in our company. 
We installed photovoltaic panels and thus lowered CO2
emissions by using electric energy from sun heating.

Requirements of ÖNORM S 1555 regarding perspiration 
and saliva resistance as well as standards ÖNORM EN 71.3 
„Safety of toys.Migration of certain parts („with no heavy 
metals content“) are met. Our floors meet the requirements 
of R10 anti-slip class pursuant to BGR 181 (before known as  
ZH1/571) and DIN 51130.A colouring oil for treating deciduous and coniferous wood 

has a very good penetration and waterproof features. It 
improves the natural structure of wood and shows elegant 
wood colouring. Solidifies through oxygen binding (oxidative 
drying).

Content 
Modified natural oils, waxes, silicic acid, slightly aromatic 
isoparaphines, non-lead and non-cobalt drying agent.

Carrying capacity
Fully carrying-capable after 7 days.

Warning
Oiled wooden floors must be cleaned and treated only by 
specially designed products from various producers. Please, 
consult  the salesman before you choose the product and 
adhere to the enclosed instruction.

Recommendation
Oiled wooden floors should be periodically treated by apply-
ing oxidative and/or hard wax oil every 1-2 years according 
to the carrying capacity of the floor. Exposed areas with 
increased carying capacity should be treated by hard wax oil 
immediately after installation. 

Before applying oils, please consult a specialized salesman 
and adhere to the enclosed instruction, or let the application 
of oils to a specialized company trained in doing so. 

Our floors should be cleaned for the first time 14 days after 
installation by water or soft cleaning agent suitable for oiled 
wooden floors. (Adler Naturnah Reiniger 80055). If you 
want to remove grease, you can use ADLER Legno-Öl 50880 
ff. For renovation and/or colour revitalization, perform one 
application and remove the remaining oil. Please, adhere 
to the Instruction for treatment of oiled product with Adler 
Legno-Öl 50880 ff. 

PHiLOSOPHy AND EcOLOGy

SPEciAL FEATURES

SURFAcE TREATmENT By OiLiNG
OXy OiL

cLEANiNG/mAiNTENANcE

Installation
BK Parket wooden floors must be glued by suitable parquet 
glue through overall application or by means of application of 
rows of glue directly to hard surface.

Construction for under floor heating 12mm (oak oak oak) is 
suitable for installation to areas with under floor heating.

Sport and dance floors should be installed by means of 
stapling into a suitable grille.

Before installation
It is necessary to make sure that the area used for installation 
is sufficiently dry and aired. The base must be dry (maximum 
humidity is 2%, and relative air humidity should not excess 
65%). The floor should be placed into the area appr. 48hours 
before installation. Temperature during installation should 
not fall below 10°C.

The deviation from evenness of the base must not exceed 
2mm through 2m in all directions, otherwise adjustment must 
be done through concrete application before the installa-
tion. Especially with anhydride bases, we hereby recommend 
sanding the base before glueing and applying subbsequent 
penetration surface treatment in order to ensure  correct 
adhesion to the bottom side of the floor.

Warning
When installing floor to a system of under floor heating you 
must provide for adjustment curve and the technology of 
installation must comply to the requirements of the floor 
producer and supplier of glues.

Before you start using the floor, let the glue dry and harden 
for at least 12 hours by preventing the contact with the floor. 
Heavy furniture and interior decorations should only be laid 
down after 24 hours following the installation.

Any residential objects except bathrooms, showers, winter 
gardens or wet areas. Suitable for  commercial premises, 
restaurants, bars, hotel lounges, reception areas, showrooms 
and studios. Construction suitable for under floor heating 
12 mm /oak oak oak/ is suitable for use with the under floor 
heating.

Sports and dance floor is suitable for sports halls, tennis and 
squash centres, especially for basketball and other ball indoor 
games and dance rooms.

Warning
Wooden floor BK Parket should be installed in premises with 
the environment temperature 16-23°C and relative air humi-
dity 45-65 °C. Adequate safety should be ensured in order 
to prevent damage by furniture. It is recommended to use 
specialized filters and pads for furniture legs.

Also, safety mats are recommended to prevent scratches and 
standing water.

In case any liquid is spilt on the floor, dry the floor immedia-
tely to prevent the penetration of liquid through surface 
pores deeper into the parquet.

Warning
Wooden floor is not subject to warranty if the installation has 
not been done properly or if you failed to act in accordance 
with producer recommendations. It is recommended to leave 
the installation to specially trained personnel.
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